
Estimate / S.O.W. 

 

Name of Work  : Electrical work for installation of AC machines  
 

Sl. 
No. 
 

Description of Item Qty. Rate 
(Rs.) 

Amount  
(Rs.) 

1. Wiring in 1.1 KV Gr. single core 
standard ‘FR’ PVC insulated & 
unsheathed copper were (Brand 
approved by EIC) of following sizes in 25 
mm PVC casing capping incl. necessary 
PVC dipo fittings etc. 

a) 2X56/0.3 (4 sqmm.) + 1 X 22/03 
(1.5 sqmm) 

 
 
 
 
 
290 

mts. 

  

2. S & F of MCB of following rating & make 
SPN of 6-32A-Make standard or 
equivalent. 

 
14 Nos. 

  

3. Distribution wiring in 1.1 KV gr. 
2X56/0.3 (4 sqmm) + 1X22/03 (1.5 
sqmm) single core stranderd ‘FR’ PVC 
insulated & unsheathed copper wire 
(Brand approved by EIC) in suitable size 
PVC casing capping including necy. PVC 
dipo fittings etc. to light/fan/call bell 
point with peno key type switch fixed on 
sheet steel fabricated switch board with 
Perspex/Bakelite top cover on wall incl. 
necy. Connection & making earthing 
attachment and mending good damage 
to building works [PVC casing capping 
and switch board both on surface]. 

a) Average run – 6 Mts.  

 
 
 
 
 
 
 
 
 
 
 
 
 
10 mts. 

  

4. S & F AC starter with short circuit 
rotation fixed on sheet metal box model 
25A socket with box & top plate flash 
type. 
Make : Crabtree 

 
 
10 Nos. 

  

     

    

 

 

 


